
THE WORLD'S LEADING EXCAVATOR INTELLIGENT MANUFACTURING FACTORY

Zoomlion Smart City Earthmoving Machinery Park is an industry-leading intelligent and flexible 

excavator factory. From a piece of steel plate to an excavator, with high-precision welding 

process, highly reliable assembly process, high-level painting process and strict quality control, 

each  excavator is delivered with ultimate quality.
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Machine weight: 

1800 kg

Bucket capacity：

0.04m³ 

ZOOMLION

MINI-EXCAVATOR
ZE18GU

Engine power:

11.8 kw @ 2300 rpm



LOAD SENSITIVE SYSTEM

It can provide and distribute the flow according to the needs of the system, which meets the requirements of the actuator speed 
regulation and compound action, and the working efficiency is higher than that of the three-pump throttling system.

ZOOMLION

MINI-EXCAVATOR

ZOOMLION ZE18GU has powerful 
performance and features, which can 
easily meet customer needs. A high�
configuration model is equipped with a
crushing pipeline, a quick coupler
pipeline, and multiple attachment
pipelines, and allows the user to
control the AUX line with a switch on 
the joystick for easier operation.
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ZERO-TAIL SWING

Greater mining power, 
higher working efficiency

More coordinated operation
and more comfortable experience

Operating loadHydraulic 
system

Power 
system

Control matching 
optimization

load sensing

Drive execution

ZERO TAIL SWING

The zero-tail swing of ZE18GU is the true zero-tail 
swing, and its radius of swing will not exceed the 
width of the track in the full state. This design 
means it can be built in tight Spaces and on busy 
roads; Stop letting space be a limit.

FAMOUS BRAND ENGINE 

With three-vortice combustion 
system (E-TVCS)
Mechanical speed regulation
High power, sufficient power 
reserve, fuel saving.

A COMBINATION OF THE 
NEW-GENERATION ZOOMLION 
MAIN PUMP

28cc large displacement engine of 
large torque and high power 
reserve achieves low fuel 
consumption and high work 
efficiency.



负载敏感系统

Retractable track, which allows the width of the 
machine to be adjusted from 990mm to 1240mm.
In narrow working spaces, the track shrinks so 
that the machine becomes narrower to achieve 
better passability.
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SMOOTH THROTTLE

The push rod outside the right armrest box is 
the throttle lever (push forward to reduce the 
throttle, and pull backward to increase it ).

ELECTRICAL PROPORTIONING 
JOYSTICK FOR A 
HIGH-CONFIGURATION 
MACHINE

The electric proportional joystick of a high 
configuration machine can better assist 
customers in controlling various attach-
ments to complete various tasks.

Adjustable armrest, which perfectly 
matches with the joystick, letting the 
operator work in the most comfortable 
posture with high efficiency.

Safety is our primary concern. The cab meets 
ROPS (Roll-Over Protective Structure) and 
FOPS (Falling Objects Protective Structure) 
requirements. This is in line with our 
"people-oriented" concept to provide 
customers with a good working environment 
and improve work efficiency.
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CONTROL PANEL
The LCD instrument panel provides key control. The user-friendly operation panel not only is full of technology, but also retains the physical 
key touch feeling. The menu bar on the right allows you to view key information such as engine speed, cooling oil temperature, and fuel level.

3. Hydraulic oil temperature

4. Fuel quantity

6. Menu bar

8. Light

2.  Working hours

5. Fault warning 

7. Mode switching 

9. Alarm

1. Battery voltage
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